SCOPE

This standard shall apply to a temporary water supply for developers constructing no more than
five single-family dwelling units that are to be used as model homes only.

PURPOSE

The purpose for this standard is to provide an acceptable source of water that meets the intent of
Article 87 of the Uniform Fire Code, for fire protection in an area where there is no permanent
water supply. This standard will allow a developer to erect and display up to five model homes
prior to the construction of the production line units and the permanent water system.

REQUIREMENTS

Prior to the delivery of any combustible materials for model homes, to any site that does not have a
permanent water system, a temporary water supply may be installed. This water supply may
consist of a temporary water line with temporary hydrants approved for use by the Fire Chief.
This temporary water line shall be capable of withstanding construction traffic and shall be
maintained in an operational manner at all times.

A second acceptable temporary water supply would consist of an approved elevated water tank
containing a minimum of 10,000 gallons of water. The tank shall be elevated a minimum of
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See attached diagram for typical installation.

10,000 GALLON
FIRE PROTECTION TANK
NOTES: 1. All valves to be locked with an approved break away lock.
2. 4
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SPECIFICATIONS
See attached diagram for typical installation.

10,000 GALLON
FIRE PROTECTION TANK
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NOTES: 1. All valves to be locked with an approved break away lock.
2. 4
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